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Description

[0001] OQurinventionisrelated with amagnetic fuel reg-
ulating and saving device which provides more power
and performance with the same amount of fuel in ovens,
boilers, melting pot, land vehicles and vessels, genera-
tors and industrial facilities using liquid and gas fuel, ow-
ing to better combustion.

[0002] The resources of fuel used in internal combus-
tion engines are going down at the present time and
therefore itis a necessity to use these fuels economically
and efficiently to the utmost. Thatis why fuel saving meth-
ods and devices are being developed by using many
methods and processes. Within these fuel saving devic-
es, magnetic systems have a fundamental role. Com-
pared to the other systems, magnetic systems are more
advantageous due to being continuous and being in-
stalled only cnce.

[0003] The magnetic performance increasing methods
used today are increasing the performance firstly by de-
veloping a magnetic field, then developing resonance be-
tween the large hydrocarbon molecules present in the
fossil fuels, then weakening inner molecular and inter
molecular bonds with the help of this resonance, and
increasing the bonding of oxygen molecules to these
weakened bonds when the fuel reaches the combustion
chamber. In addition to these, it helps the environmental
protection by decreasing the unburned fuel amount being
exhausted. In the present system, the performance in-
creases parallel to the increase in magnetic power being
used. Therefore, as the magnetic field is increased, the
inter molecular resonance will increase and the combus-
tion performance of the fuel will also increase in parallel.
[0004] One of the inventions known in this technical
field is a Utility model belonging to our company, regis-
tered to Turkish Patent Institute with the number TR 2004
01870 U and title “fuel saving device". Our fuel saving
device is a developed version of the fuel saving device
we cited above.

[0005] US 2005/0076889 describes a magnetic fuel
saving device having a heat resistant plastic body, heat
resistant plastic lid, a magnet creating magnetic field and
an iron plate increasing the magnetic field. This device
mentioned atthe upper mentioned patent application has
a seperate sheet of metal plate which can able to reduce
the amount of magnetic flux transferred to the dead zone
for a small amount. So majority of magnetic energy is
lost through the back side of device.

[0006] At the other hand the Iron plate positioned at
the back side of magnetic member is positioned in the
shape of a flat plate. So the magnetic flux produced by
the iron plate acts on fuel line only from one side. So the
magnetic effect of the iron plate will be decreased.

Description of the Figures:
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Figure-1 : The perspective and crosscut view of in-
dustrial type fuel saving device.

Figure2 : The perspective and crosscut view of ve-
hicle type fuel saving device, in an embodyment not

according to the invention

Description of the Parts:

[0008]

1-Heat resistant plastic body.

2-Heat resistant plastic lid.

3-Galvanized Sheet Iron Plate and assembly duct
4-Copper Plate

5- (Heat resistant) Neodymium Plate

[0009] The magnetic material used in our invention,
namely the galvanized sheetiron plate (3) positioned be-
hind the neodymium plate (5), serves as the assembly
duct in which the neodymium plate is inserted and in-
creases the magnetic power in front of the neodymium
plate (5) by being positioned behind the neodymium plate
(5). Thus, by increasing the resonance between the mol-
ecules, a better combustion and more performance and
energy is gained as a result. In addition to these, as a
result of the increase in the combustion efficiency, less
environmental pollution is created. Behind the galva-
nized sheet iron plate (3) and neodymium plate (5), also
a copper plate (4) is positioned to prevent magnetic re-
flection. At the same time, this turns back the magnetic
flux going to the dead zone in an amount of 60 % and
thus increases the power of the product and decreases
the magnetic reflection going to the dead zone. In addi-
tion, by increasing the area of neodymium plate (5) and
galvanized sheet iron (3) in the industrial model, more
power is cbtained compared to the counterparts.
[0010] The magnetic saving device according to the
present invention consists of two magnetic saving mem-
bers that can be positioned reciprocatively around a fuel
pipe. Two members that can he positioned reciprocative-
ly are designed so as to have the same structure. The
fuel pipe is positioned into the semi-cylinder hole provid-
ed at the front of the device and a second device is po-
sitioned at the front of the first device.

[0011] Depending on the type of the application, by
increasing the area of neodymium plate (5) and galva-
nized sheet iron (3), different models may be used in
processes requiring different magnetic powers.

[0012] In DHP-3 model which is designed to be used
in high capacity industrial equipments, two neodymium
plates (5) having the dimensions 28*10 are used.
[0013] In DHP-2 model which is designed to be used
in lower capacity industrial equipments, two neodymium
plates (5) having the dimensions 25*10 are used.
[0014] The model which is manufactured in small di-
mensions and having one neodymium plate (5) with a
dimension of 28*10 is used in vehicles having a cylinder
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volume between 2200 cc and 5800 cc.

[0015] The neodymium plate (5) with a dimension of
25*10 is used in vehicles having a cylinder volume be-
tween 1400 cc and 2200 cc.

[0016] The neodymium plate (5) with a dimension of
25"10%6 is used in vehicles having a cylinder volume be-
tween 125 cc and 1400 cc.

[0017] Our invention is also used with the purpose of
water conditioning and anti-liming purpose in washing
machines, dish washers, industrial type washing ma-
chines and dish washers, antigorite entrances, pressu-
rized washing machines, ice machines and coffee ma-
chines.

Claims

1. Fuel saving device comprising heat resistant plastic
body (1), heat resistant plastic lid (2), neodymium
plate (5) that can create magnetic field, and galva-
nized iron sheet plate (3) positioned at the back of
neodymium plate in order to increase the magnetic
power, characterized in that;

- said galvanized sheet plate (3) is designed in
U-form so as to create a montage channel,

- galvanized sheet (3) comprises a copper plate
(4) positioned at the back thereof.

Patentanspriiche

1. Kraftstoffsparende Vorrichtung mit warmebestandi-
gem Kunststoffkdrper (1), warmebestandigem Pla-
stikdeckel (2), Neodymplatte (5) die ein Magnetfeld
erzeugen kann, und verzinktem Blech (3) das an der
Riickseite der Neodymplatte steht um die magneti-
sche Kraft zu erhdhen, dadurch gekennzeichnet
dass,

- dieses venzinktes Blech (3) istin U-Form aus-
gebildet um einen Montagekanal zu bilden,

- das venzinkte Blech (3) ein Kupferblech (4)
aufweist, das hinter dem Blech steht.

Revendications

1. Dispositif d'économie de carburant comprenant un
corps en plastique résistant a la chaleur (1), un cou-
vercle en plastique résistant & la chaleur (2), une
plague en néodyme (5) capable de créer un champ
magnétique, et une plague galvanisee (3) qui est
positionnée derriére de la plaque en néodyme afin
d’augmenter la puissance magnétique, caractérisé
en ce que ;

- ladite plaque galvanisée (3) est congue sous
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4

laforme d’U de maniére a créer une rainure pour
la montage,

-la plague galvanisée (3) comprend une plaque
en cuivre (4) positionnée a l'arriére de celle-ci.



